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Proteo

ARTICOLO/ITEM POTENZA/POWER LAMP./LAMPHOLDER ESEC. VOL.m2 PESO/
WEIGHT(Kg)

PROTEO 250/400W+E40 E40 NC 0,030 5,70

PROTEO MH-T1x250W E40 CNR 0,030 8,70

PROTEO MH-T1x400W E40 CNR 0,030 9,20

PROTEO MH-TPH1x250W E40 CNR 0,030 7,30

PROTEO MH-TPH1x400W E40 CNR 0,030 8,90

PROTEO SHP-T1x250W E40 CNR 0,030 9,20

PROTEO SHP-T1x400W E40 CNR 0,030 11,00

Caratteristichetecniche
Corpoetelaio.Inpressousionedialluminiocondorsalealet-
tatoperunadissipazionerapidadelcalore.Verniciatoconpol-
veretermoindurente.

Vanoaccessorielettrici.Divisodalvanolampadaconsepara-
torecheassicuraunbassotraserimentodicalore.

Riflettore.Realizzatoinallumino,martellatoanodizzatoebril-
lantato.

Diusore. Invetropiano temperato(spessoreda5mm),resi-
stenteaglishocktermiciedagliurti.

Equipaggiamento.Guarnizioneditenutaingommasiliconata
a tenutaermetica,portalampadaE40 inceramica,passacavo
PG13,5innylonantistrappo,piastraportacablaggioinlamiera
zincata.

Proiettoreperesterni

Proiettoreperesterniconlampadeascaricaad emissionesimmetricaeasimmetrica.Adatto
perl’illuminazioneuniormeedifusadiimpiantisportivi,areediserviziindustriali,camping,
gallerie,ecc.

TUTTIGLIARTICOLISONODISPONIBILIINVERSIONESIMMETRICAANDASIMMETRICA

Staadifissaggio.In lamieradiacciaionervatoeverniciato.
Ècorredatadidispositivogoniometricoperregolare ilpunta-
mento.

Cablaggio.Alimentatore230V-50Hz.Reattoreerro-ramecon
protezionetermica.Accenditoreecondensatorediriasamen-
to.Potenzamassimainstallabile400W.

Colori.Nero,grigio,bianco.

Arichiesta.Grigliainacciaiodiprotezione,braccioperattacco
aparete,ganciinalluminiosatinato.

Versionestandard.AttaccolampadaE40,colorenero.

Imballo.Singolo.
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Technical features
Housingandframe.Indie-castedaluminiumwithdorsal
coolinginninginordertoacilitateaquickheatdissipation.
Paintedwithanticorrosioncoatedpowder.

Electricalcompartment.Separatedromopticalcompartment
byseparatorthatassuresalowtranseroheat.

Reflector.Realizedinanodizedandpolishedaluminium,ham-
meredinishing.

Diuser. 5mm plane temperate glass, resistant to thermal
shockandblows.

Equipment.Gasket insilicontoensureawatertightseal,age
resisting.CeramiclampholderE40,PG13,5cablegland,inan-
ti-snatchnylon,gearunitingalvanizedsheet.

Fixingbracket.Inpaintedstainlesssteelwithreinorcedribs.
Itisequippedwithagoniometricdevicetoregulatetraining.

Wiring.Powersupply230V-50Hz.Conventionalballastthermal
protected,ignitorandparallelcapacitor.Maxwattageavailable
400W.

Colours.Black,grey,white.

PROTEOASMH-T400W PROTEOSMMH-T400W

Outdoorfloodlight

Outdoor loodlight ordischarge lamps or
symmetric and asymmetric lightingbeam.
Suitable or sport ields, industrial areas,
camping,subwayundergrounds,etc.
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145mm

Onrequest.Protectionsteelgrid,wallbracket,satinedalumi-
niumtoggles.

Standardversion.LampholderE40,colourblack.

Packaging.Single.

ALLITEMSAREAVAILABLESYMMETRICALANDASYM-
METRICAL


